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Product code in alphabetical order

Product code in alphabetical order
ACCBARD0023 10
ACCBARD0026 11
ACCBARD0034 11
AP 44
ASO 44
ASO-L 26
BFS-NUT 54
BFS-SLEEVE 55
Corner bracket B 8
DG 63
DG-Nosepiece 62
Depth locator  
universal

65

EPDM 30
FP-A 48

HSS-4,9 66
HSS-6,0 66
HSS-DG 64
MDD 17
MDH 16
Nosepiece 61
PF-Z-A 58
PFR-A 57
PFS-K 56
PFS-Q 57
PV-A 58
SCFW-S 43
SD6 21
SDA3 39
SDA5 24

SDS 60
SLA3 40
SLA5 40
SSO 44
SW-T 20
SW3-S 22
SW3-T 20
SX3 24
SX3 36
SX5 13
SX5 27
TDA-S 42
TU-S 50
TUC-S 52
TUF-S 51

TW-S / TW-A4 33
VHM 67
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General Information

Explanation of levels

First level fixing
fixing subframe to the subtrate
fixing insulation material to substrate

Second level fixing
bracket fixing with the metal rail

Third level fixing
cladding panel fixing to the subframe
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General Information

Explanation of product code

Order code example
Type	 VD	 KL	 HD	 m	 W	 d	 L

SX	 5/	 8-	 L12-	 m	 S16-	 5,5x	 33

1

2

3

Self drilling and self tapping fastener Rivets

Product family

max. penetration in mm 

Clamping length max. in mm

Head style and diameter
Magazined

Washer element:
Material Ø mm

Ø in mm

Length 
in mm

Order code example
Type		  Code		

SSO-D15- 	 50140 	

standard rivets

Material: body

d = Ø Body 5,0 mm

L = length 14 mm

D = Head diameter in mm

Material: nail

Type: O = open
d

d1
D

L

h

Standard head styles

(no description) L12 HX H18

Hexagon  
8 mm A/F

Underside threa- 
ding irius®  
Ø 12 mm

Hexagon H18  
13 mm A/F

Hexagon  
13 mm A/F

D12 T40

Lens head,  
T20, Ø 12 mm

Counter sunk head,  
T40, Ø 14 mm

Order code example
Type	 Code	

AP14- 	 50120- 	 S 	

D = Head diameter in mm

Type

d = Ø Body 5,0 mm

L = length 12 mm

AP rivets

L

d
d1

D

h

Material nail
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First level  
fixing
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Brackets and extensions

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Corner bracket B

Technical information

Material

Bracket

■■ Corner bracket B 
Galvanised steel measuring 25/100 mm 
(in compliance with DX51D + Z  
according to EN 10142)  
Two-face lining in Z275

Rainscreen Cladding  
First level fixing
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Brackets and extensions

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Corner bracket B n Carbon steel

Application
Corner bracket for fixing beams or metal structure to the support structure.

Ø 6,5 mm L
A= 50 mm

8,5x20 mm8,5x52 mm

H= 60 mm

Product code
article 

number d x L PU notes

B50-T-V2 1523655 50X60X50 50
B60-T-V2 1523656 60X60X50 50
B70-T-V2 1523657 70X60X50 50
B80-T-V2 1523605 80X60X50 50
B90-T-V2 1523630 90X60X50 50
B100-T-V2 1523641 100X60X50 50
B110-T-V2 1523642 110X60X50 50
B120-T-V2 1523643 120X60X50 50
B130-T-V2 1523645 130X60X50 50
B140-T-V2 1523646 140X60X50 50
B150-T-V2 1523649 150X60X50 50
B160-T-V2 1523650 160X60X50 50
B170-T-V2 1523651 170X60X50 50
B180-T-V2 1523652 180X60X50 50
B190-T-V2 1523653 190X60X50 50
B200-T-V2 1523654 200X60X50 50
B210-T-V2 1472452 210X60X50 50
B220-T-V2 1472456 220X60X50 50
B230-T-V2 1472457 230X60X50 50
B240-T-V2 1472458 240X60X50 50
B250-T-V2 1472459 250X60X50 50
B260-T-V2 1472460 260X60X50 50
B270-T-V2 1472461 270X60X50 50
B280-T-V2 1472462 280X60X50 50
B290-T-V2 1472463 290X60X50 50
B300-T-V2 1472464 300X60X50 50
B340-T-V2 1472484 340X60X50 50

Rainscreen Cladding  
First level fixing
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All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Rainscreen Cladding  
First level fixing Brackets and extensions

ACCBARD

Technical information

Material

Fastener

■■ ACCBARD 
Steel S220GD-25/10.  
Galvanized Sendzimir Z350-2

ACCBARD0023 n Carbon steel

Application
Combined with a standard bracket, it allows an easy installation: 
-increase the offset width from 0 to 40 mm 
-horizontal adjustment 
-adjustment of the secondary framework (wood or metal)

Product code
article 

number d x L PU notes

ACCBARD0023 1472743 80X59X2.5 50
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Brackets and extensions

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

ACCBARD0034 n Carbon steel

Application
Combined with a standard bracket, it allows an easy installation: 
-horizontal attachment 
-depth adjustment of metal profiles of the angle type (15/10th thickness).

Product code
article 

number d x L PU notes

ACCBARD0034 1479385 80X60X2.5 25

Rainscreen Cladding  
First level fixing

ACCBARD0026 n Carbon steel

Application
Combined with a standard bracket, it allows the offset fixing of square brackets in building corners.

Product code
article 

number d x L PU notes

ACCBARD0026 1472441 180X128X2.5 10
ACCBARD0027 1472442 250X128X2.5 10
ACCBARD0028 1472443 300X128X2.5 10



All measures in mm

First level 
       fixing
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Bracket fixing

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX5

Technical information

Material

Fastener

■■ SX5 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4301) or 
grade AISI 316 (European Standard 
1.4401) on request

Washer

■■ S = Stainless steel, grade AISI 304 
(European Standard 1.4301) or grade 
AISI 316 (European Standard 1.4401) 
on request

Drill point and lead thread section

■■ Case hardened, special carbon steel

Drilling Capacity

SX5

t min. steel:

1.2 mm

t max. steel:

4 mm

t min. alu:

2 mm

t max. alu:

4 mm

Rainscreen Cladding  
First level fixing
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Bracket fixing

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX5 l Stainless steel

Application
Bracket to steel stud through exterior gypsum sheeting.

13
 m

m

Product code
article 

number VD KL d x L PU notes

SX5/12-H13-S16-6,3X28-A4 1583683 5 12 6,3X28 250
SX5/22-H13-S16-6,3X38-A4 1583684 5 22 6,3X38 250
SX5/34-H13-S16-6,3X50-A4 1570614 5 34 6,3X50 250

Accessories see Page 81

Socket E480

Rainscreen Cladding  
First level fixing
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Fixing insulation boards with plastic anchors

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

MDH / MDD

Technical information

Material

Fastener

■■ MDH 
Plug: Polypropylene

■■ MDD 
Plug: Polyamide  
Thorn: Polyamide

Installation procedure

Rainscreen Cladding  
First level fixing

1. Drill a pilot hole 2. Set plug until head lies 
flush on insulation

3. Use a hammer for installation 4. MDH has to be hammered 
precisely onto insulation

1. Drill a pilot hole 2. Set plug until head lies flush on 
insulation 

3. Drive-in the nail with a hammer 4. Nail has to be hammered 
precisely into the head
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Fixing insulation boards with plastic anchors

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

MDH n Polypropylene

Application
Pressure-resistant insulating materials, mineral wool, glass wool 
- For general purpose use in soft insulation 
- Suitable for all substrates 
- Suitable for insulation thickness up to 210 mm 
- Through fixing 
- Do not use for overhead fixing

Product code
article 

number d x L PU notes

MDH-8X60 523835 8X60 250
MDH-8X80 523836 8X80 250
MDH-8X100 523837 8X100 250
MDH-8X120 523838 8X120 250
MDH-8X140 1234497 8X140 200
MDH-8X160 1234498 8X160 200
MDH-8X180 523841 8X180 250
MDH-8X200 523843 8X200 250
MDH-8X220 523844 8X220 250
MDH-8X240 523845 8X240 250

Accessories see Page 73

SDS

Rainscreen Cladding  
First level fixing
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Fixing insulation boards with plastic anchors

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

MDD n Polyamide

Application
Pressure-resistant insulating materials, polyurethane rigid foam panels, polystyrenes, mineral wools 
- For general purpose use in hard and soft insulation pads 
- Suitable for all substrates 
- Anchor of insulation thickness up to 180 mm 
- Do not use for overhead fixing 
- with glass fibre reinforced plastic pin 
- Resistant to cold and heat 
- Through fixing

Product code
article 

number d x L PU notes

MDD-10X70 974804 10X70 250
MDD-10X90 974805 10X90 250
MDD-10X110 974806 10X110 250
MDD-10X130 974807 10X130 250
MDD-10X160 1403024 10X160 250
MDD-10X180 1419658 10X180 250
MDD-10X210 974811 10X210 200

Accessories see Page 73

SDS

Rainscreen Cladding  
First level fixing
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Second 
         level 
       fixing
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Rainscreen Cladding  
Second level fixingCarbon steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SW3-T / SW-T / SD6

Technical information

Material

Fastener

■■ SW3-T/SD6 
Plated carbon steel, case hardened 
15 mm diameter flange head

■■ SW-T/SD6 
Plated carbon steel, case hardened

Washer

■■ T = Steel zinc plated with  
vulcanised EPDM

Drilling Capacity

SD6

t min. steel:

1.5 mm
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Rainscreen Cladding  
Second level fixing Carbon steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SW3-T n Carbon steel

Application
Fastening profile steel sheeting to timber structure in one operation.

15
 m

m

10
ETA-10/0198

Product code
article 

number VD d x L PU notes

SW3-T-H15-6,5X50 1069981 3 6,5X50 250
SW3-T-H15-6,5X65 1420323 3 6,5X65 250

Accessories see Page 81

Socket E480

SW-T n Carbon steel

Application
Fastening profile steel sheeting to timber structure in one operation.

8 
m

m

10
ETA-10/0198

Product code
article 

number d x L PU notes

SW-T-4,8X35 724417 4,8X35 250

Accessories see Page 81

Socket E480
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Carbon steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SD6 n Carbon steel

Application
Fastening structural metal deck to steel structure.

15
 m

m

10
ETA-10/0198

Product code
article 

number VD KL d x L PU notes

SD6-H15-5,5X22 1422763 6 10 5,5X22 500

Accessories see Page 81

Socket E480

SD6 n Carbon steel

Application
Fastening structural metal deck to steel structure.

8 
m

m

10
ETA-10/0198

Product code
article 

number VD KL d x L PU notes

SD6-5,5X28 1423082 6 13 5,5X28 250

Accessories see Page 81

Socket E480

Rainscreen Cladding  
Second level fixing
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Stainless steel fasteners for timber battens

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SW3-S

Technical information

Material

Fastener

■■ SW3-S 
Austenitic stainless steel  
Rips under the head to prevent 
overdriving

SW3-S l Stainless steel

Application
Fastening aluminium profile to timber batten in one operation.

T2
0

11
 m

m

Product code
article 

number VD d x L PU notes

SW3-S-D11/R-4,8X38 1563413 3 4,8X38 250

Accessories see Page 82

T20W-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Second level fixing
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Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX3 / SDA5

Technical information

Material

Fastener

■■ SX3 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4301) or 
grade AISI 316 (European Standard 
1.4401) on request

■■ SDA5 
Austenitic stainless steel, grade AISI 
316 (European Standard 1.4578)

■■ SDA5 (length 30 mm) 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4567)

Washer

■■ S = Stainless steel, grade AISI 304 
(European Standard 1.4301)

Drill point and lead thread section

■■ Case hardened, special carbon steel

Drilling Capacity

SX3

t min. steel:

1.5 mm

t max. steel:

2.5 mm

t min. alu:

2 mm

SDA5

t min. alu:

1.5 mm

t max. alu:

5 mm

Rainscreen Cladding  
Second level fixing



24 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX3 l Stainless steel

Application
Stainless steel fastening of steel or aluminium sheet to steel or aluminium structure in one operation: drilling, thread  
forming and sealing.

8 
m

m

10
ETA-10/0198

DIBt

iegt
Zu assung

vor

DTU 
40.35

Product code
article 

number VD KL d x L PU notes

SX3/9-S16-6X29 1141978 3 9 6X29 500

Accessories see Page 81

Socket E480

SDA5 l Stainless steel

Application
Universal self-drilling fastener – for fixing prepunched stainless steel or aluminium cladding support prepunched to  
aluminium framework.

13
 m

m
S

R
2

Karlsruher Institut für Technologie

Product code
article 

number VD KL d x L PU notes

SDA5/3,5-6-H13-S4-5,5X20 1499657 5 3,5 - 6 5,5X20 500
SDA5/3,5-8-H13-S4-5,5X22 1507572 5 3,5 - 8 5,5X22 500

Accessories see Page 81, 82

Socket E480 SR2-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Second level fixing
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Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SDA5 l Stainless steel

Application
Fixing of the hanger against horizontal movement.

13
 m

m
S

R
2

Product code
article 

number VD KL d x L PU notes

SDA5/3,5-16-H13-S-5,5X30 1565452 5 3,5 - 16 5,5X30 500

Accessories see Page 81, 82

Socket E480 SR2-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Second level fixing
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Rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

ASO-L

Technical information

Material

Rivet

■■ ASO-L 
Body: Aluminium AIMg3  
Mandrel: Stainless steel 1.4541 (AISI 304)

ASO-L  Aluminium

Application
Rivet with long mandrel to fix a bracket to predrilled vertical rail.

Karlsruher Institut für Technologie

Product code
article 

number KL d x L PU notes

ASO-D14-50140-L 1508837 3,5 - 7 5X14 500

Accessories see Page 81

AccuBird®Pro

Rainscreen Cladding  
Second level fixing
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Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX5

Technical information

Material

Fastener

■■ SX5 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4301) or 
grade AISI 316 (European Standard 
1.4401) on request

Washer

■■ S = Stainless steel, grade AISI 304 
(European Standard 1.4301)

■■ A = Aluminium with  
vulcanised EPDM

Drill point and lead thread section

■■ Case hardened, special carbon steel

Drilling Capacity

SX5

t min. steel:

1.5 mm

t max. steel:

4 mm

t min. alu:

2 mm

t max. alu:

4 mm

Rainscreen Cladding  
Second level fixing
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Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX5 l Stainless steel

Application
Fastening of aluminium or steel framework without pre drilling.

8 
m

m

10
ETA-10/0198

DTU 
40.35
40.36

Product code
article 

number VD KL d x L PU notes

SX5/8-S16-5,5X31 1555759 5 8 5,5X31 250
SX5/12-S16-5,5X35 1583037 5 12 5,5X35 500

Accessories see Page 81

Socket E480

SX5 l Stainless steel

Application
Fastening of aluminium or steel framework without pre drilling.

T2
5

12
 m

m

10
ETA-10/0198

DTU 
40.35
40.36

Product code
article 

number VD KL d x L PU notes

SX5/12-D12-5,5X35 1465017 5 12 5,5X35 250

Accessories see Page 82

T25W-25-HEX-1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Second level fixing
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Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX5 l Stainless steel

Application
Fastening of aluminium or steel framework without pre drilling.

T2
5

12
 m

m

10
ETA-10/0198

DTU 
40.35
40.36

Product code
article 

number VD KL d x L PU notes

SX5/12-D12-A12-5,5X35 1572086 5 12 5,5X35 500

Accessories see Page 82

T25W-25-HEX-1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Second level fixing
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Thermal separation of structural components

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Rainscreen Cladding  
Second level fixing

EPDM

Technical information

Material

Sealing tape

■■ EPDM 
Elastomer sheet made of  
black EPDM rubber

Technical details

Item DIN Characteristics

Class of building material 4102 B2 (normally flammable)

Vapour resistivity 32‘000 µ

Temperatur resistance –40°C to +130°C

Processing temperature +5°C to +35°C

Shelf life 2 years

Storage temperature +5°C to +25°C
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Thermal separation of structural components

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

EPDM n EPDM

Application
The dimensionally stable sealing tape is used to protect the timber batten against humidity.  
Product advantages:  
- extremely resistant to weathering and heat 
- highly elastic 
- dimensionally stable, even at high temperatures 
- optional self 
- adhesive on one side to facilitate application

Rainscreen Cladding  
Second level fixing

Product code
article 

number d x L PU notes

EPDM-TAPE-0,75X60X25000 1122506 0,75X60X25 M 1
EPDM-TAPE-0,75X80X25000 1193862 0,75X80X25 M 1
EPDM-TAPE-0,75X100X25000 1122504 0,75X100X25 M 1
EPDM-TAPE-0,75X120X25000 1288745 0,75X120X25 M 1
EPDM-TAPE-1,2X70X25000 1379293 1,2X70X25 M 1
EPDM-TAPE-1,2X120X25000 1379294 1,2X120X25 M 1

EPDM-TAPE-ADHESIVE-0,75X60X25000 1122507 0,75X60X25 M 1
EPDM-TAPE-ADHESIVE-0,75X100X25000 1122508 0,75X100X25 M 1
EPDM-TAPE-ADHESIVE-0,75X120X25000 1329007 0,75X120X25 M 1
EPDM-TAPE-ADHESIVE-1,2X110X25000 1386718 1,2X110X25 M 1
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Third 
         level 
       fixing
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Rainscreen Cladding  
Third level fixingStainless steel fasteners for timber battens

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TW-S / TW-A4

Technical information

Material

Fastener

■■ TW-S 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4567) 
with powder coated colour finish.

■■ TW-A4 
Austenitic stainless steel, grade 
AISI 316, European Standard 1.4401, 
grade A4

Washer

■■ S = Stainless steel, grade AISI 304 
(European Standard 1.4301)  
no water tightness



34 06/2018

Rainscreen Cladding  
Third level fixing Stainless steel fasteners for timber battens

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TW-S / TW-A4 l Stainless steel

Application
Non metallic high performance cladding panel to timber batten.

T2
0

D

Product code
article 

number d x L PU notes

TW-S-D12-4,8X25 1363888 4,8X25 250
TW-S-D12-4,8X30 1363889 4,8X30 250
TW-S-D12-4,8X38 1363890 4,8X38 250
TW-S-D12-4,8X44 1363891 4,8X44 250
TW-S-D12-4,8X60 1363892 4,8X60 250

TW-S-D13-5,5X25 705260 5,5X25 250
TW-S-D13-5,5X29 759330 5,5X29 250
TW-S-D13-5,5X38 705261 5,5X38 250

TW-S-D16-4,8X38 1363897 4,8X38 250

TW-A4-D12-4,8X38 1363894 4,8X38 250

Coloured variants available Accessories see Page 82

T20W-25-HEX1/4“ Bit holder ZA1/4“
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Stainless steel fasteners for timber battens

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TW-S l Stainless steel

Application
Non metallic high performance cladding panel to timber batten.

T2
0

12
 m

m

Product code
article 

number d x L PU notes

TW-S-D12-S12-4,8X38 1394550 4,8X38 250

Coloured variants available Accessories see Page 82

T20W-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



36 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX3

Technical information

Material

Fastener

■■ SX3 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4301) or 
grade AISI 316 (European Standard 
1.4401) on request

Washer

■■ S = Stainless steel, grade AISI 304 
(European Standard 1.4301)

Drill point and lead thread section

■■ Case hardened, special carbon steel

Drilling Capacity

SX3

t min. steel:

1.5 mm

t max. steel:

2.5 mm

t min. alu:

2.5 mm

Rainscreen Cladding  
Third level fixing



37 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX3 l Stainless steel

Application
Stainless steel fastening of steel or aluminium sheet to steel or aluminium structure in one operation:  
drilling, thread forming and sealing.

T2
0

10
 m

m DIBt

iegt
Zu assung

vor

DTU 
40.35
40.36

Product code
article 

number VD KL d x L PU notes

SX3/11-D10-4,8X25 1416351 3 11 4,8X25 250

Coloured variants available Accessories see Page 82, 81

T20W-25-HEX1/4“ Bit holder ZA1/4“ ZL-SLA-4,8/7,0

SX3 l Stainless steel

Application
Stainless steel fastening of steel / aluminium sheet or façade panels to steel or aluminium structure in one operation:  
drilling, thread forming and sealing.

12
 m

m DTU 
40.35
40.36

Product code
article 

number VD KL d x L PU notes

SX3/15-L12-S16/1-5,5X32 1403191 3 15 5,5X32 250

Coloured variants available Accessories see Page 81

Socket E420 ZL-SX/SD-5,5/8,0

Rainscreen Cladding  
Third level fixing



38 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SX3 l Stainless steel

Application
Stainless steel fastening of steel / aluminium sheet or façade panels to steel or aluminium structure in one operation:  
drilling, thread forming and sealing.

T2
5

12
 m

m

T2
5

16
 m

m DTU 
40.35
40.36

Product code
article 

number VD KL d x L PU notes

SX3/15-D12-5,5X30 1403193 3 15 5,5X30 250
SX3/15-D16-5,5X30 1270106 3 15 5,5X30 250

Coloured variants available Accessories see Page 82, 81

T25W-25-HEX-1/4“ Bit holder ZA1/4“ ZL-SX/SD-5,5/8,0

Rainscreen Cladding  
Third level fixing



39 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SDA3

Technical information

Material

Fastener

■■ SDA3 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4567) 
with powder coated colour finish.

Drill point and lead thread section

■■ Case hardened, special carbon steel

Drilling Capacity

SDA3

t min. alu:

2.5 mm

SDA3 l Stainless steel

Application
Stainless steel fastening of façade panels to aluminium subconstructions in one operation: 
drilling, thread forming and secure fastening.

T2
5

12
 m

m

Product code
article 

number KL d x L PU notes

SDA3/20-S-D12-5,6X30 1413830 20 5,6X30 250

Coloured variants available Accessories see Page 82

T25W-25-HEX-1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



40 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SLA3 / SLA5

Technical information

Material

Fastener

■■ SLA3/SLA5 
Austenitic stainless steel,  
grade AISI 304  
(European Standard 1.4301)

■■ SLA3 
S4 = Austenitic stainless steel, 
grade AISI 316  
(European Standard 1.4578)

Drilling Capacity

SLA5

t min. alu:

1.8 mm

Rainscreen Cladding  
Third level fixing



41 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SLA3 l Stainless steel

Application
Selfdrilling fastener for aluminium composite panels to aluminium framework.

T2
0

12
 m

m DIBt

iegt
Zu assung

vor

Product code
article 

number VD KL d x L PU notes

SLA3/6-S-D12-4,8X19 1484045 3 6 4,8X19 250
SLA3/8-S-D12-4,8X21 1343696 3 8 4,8X21 250

SLA3/6-S4-D12-4,8X19 1419487 3 6 4,8X19 250

Coloured variants available Accessories see Page 82, 81

T20W-25-HEX1/4“ Bit holder ZA1/4“ ZL-SLA-4,8/7,0

SLA5 l Stainless steel

Application
Selfdrilling fastener for aluminium composite panels to aluminium framework. Blades under the head to cut the protection 
film. Therefore a smooth removement of protection film without film pieces around fastener head.

T2
5

11
 m

m

Product code
article 

number VD KL d x L PU notes

SLA5/5-7-D11-S-6X20 1473414 5 5 - 7 6X20 500

Coloured variants available Accessories see Page 82

T25W-25-HEX-1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



42 06/2018

Stainless steel self tapping fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TDA-S

Technical information

Material

Fastener

■■ TDA-S 
Austenitic stainless steel, grade AISI 
304 (European Standard 1.4301) or 
grade AISI 316 (European Standard 
1.4401) on request

TDA-S l Stainless steel

Application
Fastening of high performance cladding panel to predrilled thin sheet.

T2
5

16
 m

m

Product code
article 

number d x L PU notes

TDA-S-D16-5,8X30 1572881 5,8X30 250

Coloured variants available Accessories see Page 82

T25W-25-HEX-1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



43 06/2018

Stainless steel self drilling fastener

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SCFW-S

Technical information

Material

Fastener

■■ SCFW-S 
Austenitic stainless steel,  
grade AISI 304  
(European Standard 1.4301)

Washer

■■ A = Aluminium with vulcanised EPDM

SCFW-S l Stainless steel

Application
Self drilling fastener for non metallic high performance cladding panel to timber batten.

T2
0

12
 m

m

Product code
article 

number KL d x L PU notes

SCFW-S-D12K-A12-5X42 1391815 8 5X42 250

Coloured variants available Accessories see Page 82

T20W-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



44 06/2018

Rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

AP / ASO / SSO

Technical information

Material

Rivet

■■ AP 
Body: Aluminium AIMg5   
Mandrel: Stainless steel 1.4541 (AISI 304)

■■ ASO 
Body: Aluminium AIMg3  
Mandrel: Stainless steel 1.4541 (AISI 304)

■■ SSO 
Body: Stainless steel 1.4578 (AISI 316)  
Mandrel: Stainless steel 1.4571 (AISI 316)

Rainscreen Cladding  
Third level fixing



45 06/2018

Rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

AP  Aluminium

Application
Face fixing of cladding panel to aluminium framework.

Product code
article 

number KL d x L PU notes

AP11-50120-S 1363826 2 - 8 5X12 250
AP11-50180-S 1363851 7 - 13,5 5X18 250

AP14-50120-S 1363853 2 - 8 5X12 250
AP14-50160-S 1363854 6 - 12 5X16 250
AP14-50180-S 1363855 7 - 13,5 5X18 250
AP14-50210-S 1363856 10 - 16 5X21 250
AP14-50230-S 1363857 12 - 18 5X23 250

AP16-50160-S 1363858 6 - 12 5X16 250
AP16-50180-S 1363859 7 - 13,5 5X18 250
AP16-50210-S 1363861 10 - 16 5X21 250

Coloured variants available Accessories see Page 81, 74, 76, 62

AccuBird®Pro Nosepiece ZL-5,1/7-18 DG FP-A

Rainscreen Cladding  
Third level fixing



46 06/2018

Rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

ASO  Aluminium

Application
Face fixing of cladding panel to aluminium framework.

Product code
article 

number KL d x L PU notes

ASO-D11-50080 1363862 2 - 4,5 5X8 250
ASO-D11-50100 1363863 2 - 6 5X10 250
ASO-D11-50120 1363864 2 - 8 5X12 250
ASO-D11-50140 1363865 4 - 10 5X14 250
ASO-D11-50160 1363868 6 - 12 5X16 250
ASO-D11-50180 1363869 7 - 14 5X18 250
ASO-D11-50200 1208452 10 - 16 5X20 250

ASO-D14-50080 1470880 2 - 4,5 5X8 250
ASO-D14-50100 1363870 2 - 6 5X10 250
ASO-D14-50120 1262252 2 - 8 5X12 250
ASO-D14-50140 1363882 4 - 10 5X14 250
ASO-D14-50160 1363883 6 - 12 5X16 250
ASO-D14-50180 1363884 7 - 14 5X18 250
ASO-D14-50200 1363893 10 - 16 5X20 250

Accessories see Page 81, 74, 76, 62

AccuBird®Pro Nosepiece ZL-5,1/7-18 DG FP-A

Rainscreen Cladding  
Third level fixing



47 06/2018

Rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SSO l Stainless steel

Application
Face fixing of cladding panel to aluminium or steel framework.

Product code
article 

number KL d x L PU notes

SSO-D15-50140 1363885 6 - 9,5 5X14 250
SSO-D15-50180 1363886 9 - 13,5 5X18 250
SSO-D15-50220 1363887 13 - 18 5X22 250

Coloured variants available Accessories see Page 81, 74, 76, 62

AccuBird®Pro Nosepiece ZL-5,1/7-18 DG FP-A

Rainscreen Cladding  
Third level fixing



48 06/2018

Fixed point sleeves

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

FP-A

Technical information

Material

Sleeve

■■ FP-A 
Aluminium

Rainscreen Cladding  
Third level fixing

Fixed-point sleeves:

Order code : FP-A-9,4 x 6

Dimensions:	 d	 = 9,4 mm
                      L	 = 6,0 mm

•	Uniform pilot drilling diameter for all 
	 pilot holes in a cladding panel 
•	Very flexible definition of the fixed 
	 points: can be done on-site 
•	Longevity of the fixed-point sleeves 
	 as a result of using aluminium

d

5 , 1ø

L



49 06/2018

Fixed point sleeves

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

FP-A  Aluminium

Application
Sleeve to create a fixed point in a panel hole.

Product code
article 

number d x L PU notes

FP-A-7,7X12 1467205 7,7X12,0 200
FP-A-7,9X6 1343278 7,9X6,0 200
FP-A-8,4X6 1343279 8,4X6,0 200
FP-A-8,5X3,5 1547651 8,5X3,5 200
FP-A-8,9X5,9 1547655 8,9X5,9 200
FP-A-9,4X6 1364621 9,4X6,0 200
FP-A-9,9X5,7 1485741 9,9X5,7 100
FP-A-9,9X7,7 1547652 9,9X7,7 200
FP-A-9,9X9,7 1547653 9,9X9,7 200
FP-A-9,9X11,7 1547654 9,9X11,7 200

Rainscreen Cladding  
Third level fixing



50 06/2018

Blind fasteners

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TU-S / TUF-S / TUC-S

Technical information

Material

Fastener

■■ TU-S/TUF-S/TUC-S 
Body: Stainless steel, grade AISI 
316 (European Standard 1.4401) 
Mandrel: Carbon steel  
(removed completely)

Washer

■■ W = EPDM

TU-S l Stainless steel

Application
Installation of a metal hanger to the backside of a HPL panel.

Product code
article 

number d x L PU notes

TU-S-6X9-A4 907253 6X9 500
TU-S-6X11-A4 778444 6X11 500
TU-S-6X13-A4 848724 6X13 500

Accessories see Page 81, 78, 79, 80

PowerBird®Pro HSS Depth locator  
universal

HSS-6,0 VHM

Rainscreen Cladding  
Third level fixing



51 06/2018

Blind fasteners

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TUF-S l Stainless steel

Application
Installation of a metal hanger to the backside of a HPL or fiber cement panel.

Product code
article 

number d x L PU notes

TUF-S-6X7-A4 1493588 6X7 500
TUF-S-6X7,5-A4 1544376 6X7,5 500
TUF-S-6X8-A4 1491707 6X8 500
TUF-S-6X8,5-A4 1544377 6X8,5 500
TUF-S-6X9-A4 1491706 6X9 500
TUF-S-6X10-A4 1493590 6X10 500
TUF-S-6X11-A4 1493601 6X11 500
TUF-S-6X12-A4 1493602 6X12 500
TUF-S-6X13-A4 1493603 6X13 500

Rainscreen Cladding  
Third level fixing

Accessories see Page 81, 78, 79, 80

PowerBird®Pro HSS Depth locator  
universal

HSS-6,0 VHM

10
ETA-10/0198 ETA-15/0476

15



52 06/2018

Blind fasteners

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

TUC-S l Stainless steel

Application
Installation of a metal hanger to the backside of a fiber concrete panel.

DIBt

iegt
Zu assung

vor

Product code
article 

number d x L PU notes

TUC-S-W10-6X14-A4 1427694 6X14 500

Rainscreen Cladding  
Third level fixing

Accessories see Page 81, 78, 79, 80

PowerBird®Pro HSS Depth locator  
universal

HSS-6,0 VHM



Third 
         level 
       fixing



54 06/2018

Balcony fixing solution

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

BFS-NUT / BFS-SLEEVE

Technical information

Material

Fastener

■■ BFS-NUT/BFS-SLEEVE 
Austenitic stainless steel, grade 
AISI 304, European Standard 1.4567, 
grade A2

Washer

■■ Washer / Spring ring  
- Polyamide plastic washer 
S = Stainless steel A4 spring ring 
S = Stainless steel A4 washer

BFS-NUT l Stainless steel

Application
Aesthetical fixing of a balcony panel onto a metal tube or profile.

T2
0

16
 m

m

ETB geprüft

Bauteile, die gegen 

Absturz sichern.

Product code
article 

number KL d x L PU notes

BFS/7-11-S-D16-M5X20-NUT 1389874 7 - 11 M5X20 100
BFS/12-16-S-D16-M5X25-NUT 1389878 12 - 16 M5X25 100
BFS/17-21-S-D16-M5X30-NUT 1389883 17 - 21 M5X30 100
BFS/22-26-S-D16-M5X35-NUT 1389885 22 - 26 M5X35 100
BFS/27-31-S-D16-M5X40-NUT 1389892 27 - 31 M5X40 100
BFS/32-36-S-D16-M5X45-NUT 1389894 32 - 36 M5X45 100
BFS/37-41-S-D16-M5X50-NUT 1389895 37 - 41 M5X50 100
BFS/42-46-S-D16-M5X55-NUT 1389896 42 - 46 M5X55 100
BFS/47-51-S-D16-M5X60-NUT 1389897 47 - 51 M5X60 100
BFS/52-56-S-D16-M5X65-NUT 1389898 52 - 56 M5X65 100
BFS/57-61-S-D16-M5X70-NUT 1389899 57 - 61 M5X70 100

Coloured variants available Accessories see Page 82

T20W-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



55 06/2018

Balcony fixing solution

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

BFS-SLEEVE l Stainless steel

Application
Aesthetical fixing of a balcony panel onto a metal tube or profile.

T2
0

16
 m

m

ETB geprüft

Bauteile, die gegen 

Absturz sichern.

Product code
article 

number KL d x L PU notes

BFS/21-25-S-D16-M5X20-SLEEVE 1395666 21 - 25 M5X20 100
BFS/26-30-S-D16-M5X25-SLEEVE 1395671 26 - 30 M5X25 100
BFS/31-35-S-D16-M5X30-SLEEVE 1395679 31 - 35 M5X30 100
BFS/36-40-S-D16-M5X35-SLEEVE 1395681 36 - 40 M5X35 100
BFS/41-45-S-D16-M5X40-SLEEVE 1395682 41 - 45 M5X40 100
BFS/46-50-S-D16-M5X45-SLEEVE 1395683 46 - 50 M5X45 100
BFS/51-55-S-D16-M5X50-SLEEVE 1395686 51 - 55 M5X50 100
BFS/56-60-S-D16-M5X55-SLEEVE 1395687 56 - 60 M5X55 100
BFS/61-65-S-D16-M5X60-SLEEVE 1395688 61 - 65 M5X60 100
BFS/66-70-S-D16-M5X65-SLEEVE 1395689 66 - 70 M5X65 100
BFS/71-75-S-D16-M5X70-SLEEVE 1395690 71 - 75 M5X70 100

Coloured variants available Accessories see Page 82

T20W-25-HEX1/4“ Bit holder ZA1/4“

Rainscreen Cladding  
Third level fixing



56 06/2018

Profiles

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

PFS-K / PFS-Q / PFR-A / PF-Z-A / PV-A

Technical information

Material

Profile

■■ PFS-K/PFS-Q/PFR-A/PF-Z-A/PV-A 
Aluminium: crude, hot varnished on 
the basis of the colour of the panels

PFS-K  Aluminium

Application
Assures a perfect finish of the corners.

Product code
article 

number d x L PU notes

PFS-K-A-10/10X2800 1040471 10X10X2800 1
PFS-K-A-18/18X2800 1324307 18X18X2800 1
PFS-K-A-29/29X2800 1323015 29X29X2800 1
PFS-K-A-40/40X2800-RAL7037 1365808 40X40X2800 1

Coloured variants available

Rainscreen Cladding  
Third level fixing



57 06/2018

Profiles

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

PFS-Q  Aluminium

Application
Assures a perfect finish of the corners.

Product code
article 

number d x L PU notes

PFS-Q-A-10/10x2800 1034349 10X10X2800 1
PFS-Q-A-18/18X2800 1131365 18X18X2800 1

Coloured variants available

PFR-A  Aluminium

Application
Assures a perfect finish of the corners.

Product code
article 

number d x L PU notes

PFR-A-10/10X2800 1287995 10X10X2800 1
PFR-A-15/15X2800-RAL6032 1242155 15X15X2800 1
PFR-A-18/18X2800 1130667 18X18X2800 1

Coloured variants available

Rainscreen Cladding  
Third level fixing



58 06/2018

Profiles

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

PF-Z-A  Aluminium

Application
Assures a perfect finish of the gaps.

Product code
article 

number d x L PU notes

PF-Z-A-40/8,5/10X2500 1184021 8,5X10X2500 1
PF-Z-A-40/10/10X2500 1183980 10X10X2500 1

Coloured variants available

PV-A  Aluminium

Application
Assures air ventilation of the facade and guard against rodent.

Product code
article 

number d x L PU notes

PV-A-30X30X2500 1042644 30X30X2500 10
PV-A-30X40X2500 1029889 30X40X2500 10
PV-A-30X50X2500 1051615 30X50X2500 10
PV-A-30X60X2500 1120287 30X60X2500 10
PV-A-30X70X2500 1042586 30X70X2500 10
PV-A-30X90X2500 1068279 30X90X2500 10

PV-A-40X100X2500 1050711 40X100X2500 1
PV-A-40X120X2500 1036568 40X120X2500 1
PV-A-40X140X2500 1043067 40X140X2500 1
PV-A-40X160X2500 1385034 40X160X2500 1
PV-A-40X200X2500 1281521 40X200X2500 1
PV-A-40X220X2500 1381033 40X220X2500 1
PV-A-40X280X2500 1383592 40X280X2500 1

Coloured variants available

Rainscreen Cladding  
Third level fixing



59 06/2018

Acces 
       sories



60 06/2018

Rainscreen Cladding  
Accessories Hammer drill bits

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

SDS

Technical information

Material

■■ SDS 
Heat treated alloy steel

SDS n Carbon steel

Application
Bit for hammer drilling in concrete, masonry and other natural materials.

Product code
article 

number d x L PU notes

SDS-8X110/50-SP 1407988 8X110/50 1
SDS-8X160/100-SP 1407989 8X160/100 1
SDS-8X210/150-SP 1407990 8X210/150 1
SDS-8X260/200-SP 1407991 8X260/210 1
SDS-10X160/100-SP 1407992 10X160/100 1
SDS-10X210/150-SP 1407993 10X210/150 1
SDS-10X260/200-SP 1408025 10X260/200 1
SDS-10X310/250-SP 1408026 10X310/250 1



61 06/2018

Rainscreen Cladding  
AccessoriesInstallation devices for rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Nosepiece

Technical information

Material

■■ Nosepiece 
Carbon steel, case hardened

Nosepiece - For rivets n Carbon steel

Application
Nosepiece for a correct fixing of moving points. Ensures a small space between the head of the rivet 
and the panel surface which allows the panel to move. 
Can be used with the GESIPA-Tools.

Product code
article 

number d x L PU notes

NOSEPIECE-MOVING-POINT AP/ASO 974620 Ø23X15,5 1
NOSEPIECE-MOVING-POINT-SSO-D15-50XL 1291200 Ø30X15,5 1
NOSEPIECE-MOVING-PT-AP11/ASO-D11-COMP 1429523 Ø50X15,5 1
NOSEPIECE-MOVING-PT-AP14/ASO-D14-COMP 1414585 Ø50X15,5 1
NOSEPIECE-MOVING-PT-AP16-COMP 1429551 Ø50X15,5 1



62 06/2018

Rainscreen Cladding  
Accessories Installation devices for rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

DG / DG-Nosepiece / HSS-DG

Technical information

Material

■■ DG/HSS-DG 
Carbon steel

■■ DG-Nosepiece 
Carbon steel, case hardened

Nosepiece DG-7,0
Hole 

7 - 7,9 mm

Nosepiece DG-8,0
Hole 

8 - 8,9 mm

Nosepiece DG-9,0
Hole 

9 - 9,9 mm

Nosepiece DG-10,0
Hole 

10 - 10,9 mm

Drill bit Ø4,1 mm / Ø4,8 mm / Ø4,9 mm / Ø5,1 mm
length 110 mm 



63 06/2018

Installation devices for rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

DG n Carbon steel

Application
Drilling gauge which assures a perfect centered drill hole between the pre drilled panel and the subframe. All articles include 
a drill bit Ø 5,1 mm, except the article DG-146X20-9,0-4,9 which comes with a drill bit Ø4,9.

Product code
article 

number d x L PU notes

DG-146X20-7,0 1320657 146X20X7,0 1
DG-146X20-8,0 1320658 146X20X8,0 1
DG-146X20-9,0 1320659 146X20X9,0 1
DG-146X20-9,0-4,9 1491939 146X20X9,0-4,9 1
DG-146X20-10,0 1321704 146X20X10,0 1

DG-Nosepiece n Carbon steel

Application
Replaceable top pieces with different diameters for the DG.

Product code
article 

number PU notes

Nosepiece DG-7,0 1321195 1
Nosepiece DG-8,0 1321194 1
Nosepiece DG-9,0 1321193 1
Nosepiece DG-10,0 1321190 1

Rainscreen Cladding  
Accessories
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Installation devices for rivets

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

HSS-DG n Carbon steel

Application
Replaceable drill-bits with different diameters for the DG.

Product code
article 

number d x L PU notes

HSS-DG-4,1X110 1380545 4,1X110 1
HSS-DG-4,5X110 1573824 4,5X110 1
HSS-DG-4,8X110 1481897 4,8X110 1
HSS-DG-4,9X110 1481725 4,9X110 1
HSS-DG-5,1X110 1257217 5,1X110 1

Rainscreen Cladding  
Accessories
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Installation devices for blind fasteners

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Depth locator universal / HSS-6,0 / HSS-4,9 / VHM

Technical information

Material

■■ Depth locator universal/HSS-6,0/VHM 
Carbon steel

Depth locator universal n Carbon steel

Application
Depth locator which assures a correct blind hole for the blind fasteners. The depth locator comes without a drill-bit.

Product code
article 

number d x L PU notes

Depth locator for drill bit universal 1478567 DM 18X65 1

Rainscreen Cladding  
Accessories
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Installation devices for blind fasteners

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

HSS-6,0 n Carbon steel

Application
Replaceable drill-bits with different lengths. Assures a correct blind hole when used with the depth locator.

Product code
article 

number d x L
Drill  

depth PU notes

HSS-6,0X40 1481609 6X40 5 1
HSS-6,0X40,5 1514312 6X40,5 5,5 1
HSS-6,0X41 1481601 6X41 6 1
HSS-6,0X41,5 1514314 6X41,5 6,5 1
HSS-6,0X42 1481588 6X42 7 1
HSS-6,0X42,5 1514315 6X42,5 7,5 1
HSS-6,0X43 1478593 6X43 8 1
HSS-6,0X43,5 1514316 6X43,5 8,5 1

HSS-4,9 n Carbon steel

Application
Replaceable drill-bits with different lengths. Assures a correct blind hole when used with the depth locator.

Product code
article 

number d x L
Drill  

depth PU notes

HSS-4,9X40,5 1586911 4,9X40,5 5,5 1
HSS-4,9X42,5 1586913 4,9X42,5 7,5 1
HSS-4,9X45,5 1586914 4,9X45,5 10,5 1

Rainscreen Cladding  
Accessories
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Installation devices for blind fasteners

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

VHM n Carbon steel

Application
Replaceable drill-bits with different lengths. Assures a correct blind hole when used with the depth locator. 

VHM-6,0-40,5: 
To use to create a hole for fibre cement panels 

VHM-6,0X45: 
To use to create a hole for fibre concrete panels

Product code
article 

number d x L
Drill  

depth PU notes

VHM-6,0X40,5 1586737 6X40,5 5,5 1
VHM-6,0X45 1479984 6X45 10 1

Rainscreen Cladding  
Accessories
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Accessories

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Type / Description
article 

number PU notes

Socket E480
The E480 setting tool is recommended for 
installing self drilling fasteners with  
the hexagon head 8 mm.

688056 1

Socket E420
The E420 setting tool is required for  
installing self drilling fasteners with  
the irius® head.

973316 1

AccuBird®

Battery rivet setting tool
493469 1

AccuBird®Pro
Battery rivet setting tool

1427129 1

PowerBird®

Battery rivet setting tool
699351 1

PowerBird®Pro
Battery setting tool for blind fasteners

1450810 1

HSS
Drill bit for blind holes Ø 6,0 mm.

921688 1

ZL-SLA-4,8/7,0
Handle for center a Ø 4,8 mm  
fastener in a predrilled hole.

1090740 1

ZL-5,1/7-18
Handle for centered drill bit Ø 5,1 mm.

701532 1

ZL-SX/SD-5,5/8,0
Handle for center a Ø 5,5 mm  
fastener in a predrilled hole.

774499 1

Rainscreen Cladding  
Accessories
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Accessories

All measures in mm

VD max. penetration
d thread diameter
KL clamping length

L overall length
t thickness of wood
lef thread length

KEY

Type / Description
article 

number PU notes

Bit holder ZA1/4“
Accessory for the manual installation in 
combination with a power screwdriver  
or battery tool.

1162306 1

T20W-25-HEX1/4“
Insert bit for T20 drive.

895280 10

T25W-25-HEX-1/4“
Insert bit for T25 drive.

7662 10

T30-25-HEX1/4“
Insert bit for T30 drive.

24010 1

SR2-25-HEX1/4“
Insert bit for SR drive.

1146918 10

Rainscreen Cladding  
Accessories
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